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material or polyethylene film, by using a system of perforated pipes, mec han icai sprinklers, or porous hose. or by other methods which
will keep al l surfaces continuously (not period ically) wet.

c lyethylenc film curi ng methods shall ensure comple te coveri ng of the co ncrete surfaces with the polyethy lene film to provide a l l:

airt ight. water-retaining film over the entire concrete surface for at least 14 days. As soon as me concre te has hardened sufficiently to
pre ven t damage, all surfaces shall be thoroughl y moistened by spraying the m lightly with wnter and then covering them completel y,
The adj acent joints between ind ividual polyethylene strips sha ll.be overlapped and the extreme edges of the po lyethyl ene film held
tightly against the concrete surface. TI,e polyethylene material shall be adequate ly secured to withstand displacement by wind and
prevent the circulation of air beneath the curi ng film.

If concrete is cure d with clear water-emulsified resin-base or clear resin-base curing compounds. the cur ing compound shall be app lied
to maintain a con tinuous water- retaining film on the surfaces for 28 days. The curi ng compound shall be mixed thoro ughly and spray
applied to the concrete surfaces to provide a uniform. continuo us film over the concrete. Excessive app lication of curing compound
thai: results in sagg ing or puddling of the liquid should be avoided. Specia l care shan be taken to ensure ample coverage o f concrete
with curing compou nd at edges. corners , and rough surfaces; and to keep curing com pound off pro truding reinforci ng bars . Spray
equipment and its operation will be su bject to satisfactory performanc e in the field. and the Contrac tor shal l repair or replace defec tive
equipment as directed by the Go vernment.

l. Repair of Concrete:

Generally, the Contractor shall strip formwork from concrete within 2-4 hours after placement, or as soo n as practica l, once concrete
has gai ned sufficient strength to permit stripping of forms without damaging the concrete. Necessary concrete re pairs shall commence
immediately following form removal to ensure repairs performed achieve the most struc tura lly sound results and desirable appearance
of the finished co ncrete. All concrete aged beyond 7 days from placement shall be repaired using epoxy repair methods.

Concrete shall be repaired to the requirements specified in the "Structural Deviations and Sur face Tolerances" paragraphs. and in
acco rdance with the Rec lamation' s "Standard Specifications for Rep air of Concrete" . All concrete repair and replacement met hods

all be as determined and directed by the Go ve rnment. No concrete repair/replacement work shall commence until the app ropriate
.ethod of repair/replace ment has been approved by the Go ver nment. Un less inspection is spec ifically waived. an com...rete repairs or

"replacement shall be performed in the presence of the Government field representative . Any concrete repairs or repl acement shall be
cured in acc ordance with the "Co ncrete Pro tection and Curing" paragraphs upon complet ion and accep tance by the Governmen t field
inspector.

Th e co st of furnishing all materials and performi ng all concrete repair work shall be included in the unit pric e bid per cubic yard for
placing reinforced structural co ncrete. and any associated costs sha ll be borne by the Contrac tor.


