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PURPOSE 

The purpose of this study was to determine the best location for installing a flow deflector 

to reduce gas supersaturation below Yellowtail Afterbay Dam. Supersaturation occurs 

when entrained air in the hydraulic jump is carried to depth in the stilling basin resulting 

in excessive gas transfer. The pressure caused by the tailwater depth above the sub- 

merged jets increases gas transfer from the air bubbles and establishes the supersatura- 

tion condition. 

CONCLUSIONS 

1. Deflector plates installed on the curved invert of the sluiceway will reduce jet sub- 

mergence--a cause of supersaturation. 

2.  Measurements show no subatmospheric pressures present on the flow deflector lips. 

The largest pressure measured was 1.83 m (6.0 ft). 

3. Waves within the stilling basin will be larger with the deflectors in place than with 

the existing configuration, while waves outside of the basin will be the same size or 

smaller. Therefore, extensive erosion should not take place. 

4. Velocity measurements taken at the end of the basin show that the existing con- 

figuration produces a velocity profile with highest values near the floor of the basin. This 

indicates the majority of the flow passes through the basin under the greatest pressure. 

With the flow deflectors in place, the largest velocities, and therefore the most flow, oc- 

cur near the surface where the pressure is close to atmospheric. Although the velocities 

are low near the floor with the deflectors in place, they are high enough in a downstream 

direction to preclude material being drawn into the basin. 



5. With the deflectors in place, ma~ffr~a~[ ~ c ~  . not be brought back into the basin, 

although any material thrown into the basin will remain there. 

~oizg~3b wol~ z 8nill~}ani ~ol noils:~ol :ragd odl onim~o1~b oJ ~ ~bula aid1 ~o 9aoq'mq odT 

a~uo~o m)i~slulsa~qu8 .msG ~sdlo1~[~lT~Ol)~t~l~IO/~od aoi~s~n~a~qua as~ s~u.b~ oi 

Bni~ina~'~ fdasd ~nillile odl ni dJqob ol boi~aso ai qmo( ~ilu~nb~d 9rh ni "1is b,~i~aln9 n~dw 

"dyglldff~ail vAt~er~a~°~)aifl,~s~'g~pl0f~d "¢i6 ~96~,OisO~a~h~ B~gT H~:,l~or.~8.5~vk~a~,~(~.2 nii) 

Yellowtail Unit, Lower Big Horn Division, Missouri River Basin Proj'edtibtandnMte 

located 70 km (43 mi) southwest of Hardin, Montana (fig. 1). The afterbay dam is a con- 

crete diversion dam having earthern dikes at each end and is 415 m (1360 ft) in length 

and 22 m (72 ft) in height. Release~rC~l-~eO[~t~e)bay dam are used to provide uniform 
1 

daily flow in the Big Horn River, leveling the peaking power generation from Yellowtail 

-dpdwLO~pl~@b~h~li~la~'÷/d~t~trldiv%~'fgca:t~rV~ ~l~a ~B|gOl~or"rp Ca fikl  hieh  l  as ~a~reti~ardity. lof 

21 mS/s (750 fta/s). The river discharge below the.aff~r.l~ay~d~a~n~r~em'ainsofairly~reoBstant 

throughout the year with a mean discharge of 57 mS/s (2000 ftS/s). 

.~qil "IoI~91~9b wo[:l odl no lno~97q ao~eeg~q oi~odqaon, tlf;rlua o ,  wot|~ ~1nom.~n~no~ .~ 

The dam contains spillway, sluieeway,-0?ahld))ean~8.d~ver~mia~.r~headworkse~struetuyes.otTfie 

spillway has an ogee crest controlled by five 9- by 4-m (30- by 13.540 radial gates (fig. 

,{~),.r ,Fljdl sltif~c~e,~a,-~ coitg,si~.~ bf ,-{lqre~n bay~.~an8 ,'i~/ ~. 8ia'tri~lled! hyS~i~fr~eo,3, l'fi lJ~ ~,2.4~m~'~lO-.,by 

"~cd.~)'i~lid~r~te$~fig.~).l~iw niead ~ttl "~o 9bi~uo e~ww oiidw ,t~oiat~tJ~qno5 gni~aix~ ~dl 

.ooslq o~I~I 1on bluode noieoao ~via~o~ ,oao:t~aodT .~,lI~m~ 

Gas Supersaturation 

-n~  ~cfilaixo ~d~ J~sd~ 'aode. nia.~,d ~cc~re~ Howns~ha~'t~o& ~eiio~h~l' Aff~?Bh3y Da~m. u m e s ,  gas  supersaturauon has 
eit~T .niaad odl ~o ~oo1~ 9d,' ~son a~uia,~__l_eqrknid, d~i~r ~li~o.an " ' ~upersaturatmn occurs wneri more- atmospnene gases are~ ff/~Bl~iidn~lfl~[~°il~en~r~/fg~d'~an 

 qafly. it can occur  akes d me r  iff 
-3o A v o [ l , l g o n I  O.t'l:l o~o~.qT~',dl . b n ~  ~su~tae~ w a ~ F d ,  a n ~  in  '}Cdols c o i ~ { a l a i l ~  e~(~g~Sl~fle 1 ,I , ; , /L. a n a  subsequent warming o I ' l l l e  p.~)i '~o o'a 1 .,q~l~[ -~ I. 9~ , t~; a ~t.-~. b ' ": quanu- 

~.~ '~ a 0"/ )dr ,=--rq I 9 ='~.3I ao~Olo~, ,~ds d~JodflA.oia~daaorr,t~, o~ ~t~o~ ~ i l ~  ~"nd sluiee{~Vdys :'(as i~a ~d|s"r~ee)~iiad algae. "it can mso occur below 
mo,~lletrwob,. ~, r:i A~uon.~ ,d~id ~a~ vgdl ~s ln  g/~inerati~T~/efli~ie~ i " aool) 9d~ 7~n wol 9"m t~elow outtsms oVttiermat or nucmar-pow~rea, 

.nia~d od~ omi nwa~b ~niod laiao1~m obuloo~q o~ noil3zaib 
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There are two dangerous conditions that can be harmful to fish in supersaturated aquatic 

environments. 

1. Because of the interactive nature of water and gases, water under high pressure 

and/or low temperature will hold more gas in solution than water under low pressure 

and/or high temperature. Fish often travel through deep, cool water that can hold 

large amounts of dissolved gas and then come up to shallower water either for feeding 

or because of the topography of the subaquatic terrain. When fish move into shallower 

or warmer water, dissolved gases that were absorbed into their blood under high 

pressure and cool temperature may then come out of solution and give rise to gas bub- 

ble disease. Gas bubble disease is similar to the bends experienced by some human 

divers who encounter comparable situations. The gas bubbles are released into the cir- 

culatory system which may damage organs or cause death. 

2. Supersaturation conditions, which can injure or kill fish, may result when water 

with entrained air (as releases from sluiceway gates) passes with deep submergence 

through a stilling basin pool and then flows quietly downstream into shallower water. 

Under these conditions, large quantities of gas are dissolved into the water under high 

pressure in the deep pool. Supersaturation results when this flow passes to shallower, 

lower pressure regions. Usually, supersaturated, dissolved gases contained in water 

can be dissipated in a short perod of time through natural turbulence in the river. 

However, the river stretch below Yellowtail Afterbay Dam is tranquil, which in- 

terferes with this dissipation process, and the flow remains supersaturated for several 

kilometers downstream. 

Dissolved gas concentrations may be measured as a percentage of the maximum quantity 

of gas that water can contain stably at the surface of a lake or river. Usually, 110 percent 

of this saturation level (110 percent supersaturation) is defined as the maximum point 

after which fish in the environment begin to be affected by the disease. The f'n'st effects 

are probably internal with bubbles in the bloodstream. External symptoms are bubbles 

under the skin, on the fins, and "pop eyes." With the saturation level at 115 percent over 



a prolonged period of time, dead fish appear in the river. Vulnerability varies with 

species and age group. 

Fish can sometimes recover from gas bubble disease if they are in its early stages and are 

removed promptly from the supersaturated environment or if conditions which caused 

the supersaturation are changed. If symptoms are advanced, such as burst bubbles in the 

eye or body areas, the resulting infection can cause death or blindness. 

In 1979, after a serious outbreak of gas bubble disease was discovered below Yellowtail 

Mterbay Dam, an operating procedure mixing sluiceway flow with spillway flow was in- 

troduced. The spillway does not cause as extensive a supersaturation problem as the 

sluiceway; therefore, when operated simultaneously, supersaturation is reduced to ac- 

ceptable levels. However, the spillway crest is at elevation 969.11 m and the sluiceway 

crest is at 962.25 m (3179.50 and 3157.00 ft). Therefore, the afterbay reservoir elevation 

must be sufficiently above the spillway crest to discharge enough flow to lower the super- 

saturation from the sluiceway. 

In 1973, 1974, and since 1979, saturation measurements have been made weekly using a 

saturometer. When saturation levels reach unacceptable values, the afterbay level is in- 

creased so that the spillway can also be used, diluting the sluiceway discharge. 

Two problems are associated with this mode of operation. The most important problem 

is that the afterbay reservoir elevation should be at or above 972.16 m (3189.50 ft) 

because, at lower elevations, the head is not high enough above spillway crest to pass the 

required flow for sluiceway dilution. Therefore; if the sluiceway could be operated alone 

without causing a supersaturation problem, the afterbay elevation could drop to 967.75 

m (3175.00 ft) (minimum operating pool) and still be able to pass the minimum stream 

requirement. The 4.4-m (14.5-ft) height of storage gained in the afterbay reservoir would 

provide more power generation at the Yellowtail Dam Powerplant. The other problem in 

using the spillway is that the spillway gates are not automated while the sluiceway gates 

are. When the spillway is operated, its radial gates must be opened manually. To adjust 
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the gate opening, personnel must travel to Yellowtail Afterbay Dam to operate the radial 

gates, while the sluiceway gates are controlled remotely either by operators from 

Yellowtail Dam Powerplant or by a float downstream of the afterbay dam which 

measures the riverflow and adjusts gate openings in order to keep the flow constant with 

a changing reservoir elevation. For these reasons, it is desirable to pass the entire river 

releases, up to 127 ma/s (4500 fta/s), through the afterbay sluiceway, with the spillway 

conveying any additional flow [maximum spillway discharge is 440 ma/s (15 500 fP/s)] 

which may result from spring runoff or increased generating requirements. The 

hydraulic model study was performed so that some modification could be made to the 

sluiceway to allow for its operation alone. 

MODEL 

Description 
] 

The model was built to a geometric scale of 1:24 and included: 

• approach to the sluiceway 

• one spillway entrance bay 

• sluiceway crest and gate structure 

• sluiceway stilling basin 

• 30 m (100 ft) of downstream river channel (fig. 4) 

One wall of the model box was constructed of clear plastic so that flow in the stilling 

basin could be viewed (figs. 5 and 6). 

Water was supplied to the model through the laboratory piping system. Flows were 

measured by volumetrically calibrated Venturi meters installed in the system. After 

entering the model box, water passed through a rock baffle to quiet the turbulence. 



Afterbay reservoir topography consisted of a wooden floor placed at elevation 961.6 m 

(3155ft) which simulated the flat-bottomed approach channel. Topography downstream 

of the stilling basin was simulated by pea gravel. Armor rock, placed at the downstream 

end of the stilling basin in the prototype in 1970 to eliminate rock debris return into the 

stilling basin, also was represented in the model by 25-mm (1-in) rock. Sluiceway gates 

and piers were constructed of acrylic plastic and the crest and curved invert were of high 

density polyurethane foam (fig. 7). The stilling basin and endsill were made of wood 

(fig. 6). 

The afterbay reservoir elevation was measured by a hook gage contained in a stilling well 

which was connected to the inside of the headbox reservoir. 

Tailwater was controlled by an adjustable tailgate and measured by a staff gage located 

in the tailbox. 

INVESTIGATION 

Discharge Measurements 

The first task involved in the model study was to verify the existing sluiceway discharge 

curve developed during the original model study completed in 1965.1 The 1981 study in- 

dicates slightly less discharge for a given afterbay reservoir elevation than the earlier 

model. This difference can be attributed to the fact that the 1965 model did not represent 

as large an afterbay reservoir as the new model. Consequently, there was a higher ap- 

proach velocity to the sluiceway in the early model and, therefore, greater discharge 

could be expected for a given reservoir head. Figure 8 curves accurately indicate reser- 

voir head versus discharge for the full range of sluiceway gate openings. 

An-is, Wayne F., Hydraulic Model Studies of the Sluiceway and Overflow Weir, YeUowtail Afierbay 
Dam, Bur. Reclam. rep. Hyd-523, 21 pp., April 1965. 
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Analytical Model 

There are two methods available to reduce supersaturation. The first method is to pro- 

vide an artificial riffle downstream of the sluiceway in order to introduce turbulence into 

the flow so that the dissolved gas is released into the atmosphere. This could take the 

shape of a rockfill structure immediately downstream of the stilling basin which would 

both decrease the air uptake in the hydraulic jump by increasing the tailwater and would 

provide the needed turbulence. However, the added tailwater depth will increase super- 

saturation by the increased pressure acting on the gas; therefore, some trade-off is en- 

countered. Insufficient research has been done in this area to predict accurately the 

amount of relief that could be expected from a river aeration structure. Also, because 

dissolved gas cannot be measured or represented in a hydraulic model, this alternative 

was not considered viable because of the uncertainties involved. 

The other method that can be used to reduce supersaturation consists of keeping the flow 

from plunging to the floor of the stilling basin. By keeping the jet (the combined flow 

from each sluiceway gate) close to the tailwater surface, pressure on the entrained gas is 

lessened and the resulting supersaturation percentage is reduced. Three flow deflectors, 

one placed on the curved invert of each sluiceway gate bay, were evaluated in the 

hydraulic model study for Yellowtail Afterbay Dam. This same method was used for 

modification to the outlet works at Navajo Dam. 2 Advantages of using this method are 

that deflectors have proven effective in field use and that an analytical method exists for 

prediction of dissolved gas below hydraulic structures s when used in conjunction with 

findings from the hydraulic model. 

A monitoring program was carried out in the early 1970's to evaluate the, aeration 

capabilities of various types of outlet works and spillways. After completion of this 

t Johnson, P. L., Hydraulic Model Studies of Navajo Dam Auxiliary Outlet Works and Hollow-jet Valve 
Bypass--Modifwations to Reduce Dissolved Gas Supersaturation, Bur. Reclam. rep. REC-ERC-76-5, 
30 pp. April 1976. 
s ~ ,  Prediction of Dissolved Gas at Hydraulic Structures, Bur. Reclam. rep. GR-8-75, 67 pp., 1975. 



survey, an analysis was initiated to develop a generalized predictive technique. T h e  

analysis is based on 

• velocity head of the inflow jet at the tailwater surface 

• angle of penetration of the jet into the tailwater 

• jet dimensions 

• basin length and depth 

• water temperature 

• barometric pressure 

• initial dissolved gas levels in the reservoir 

Accurate predictions have been made using existing data from Yellowtail Afterbay Dam. 

For this reason, an empirical approach, in conjunction with findings from the model, 

was used to select the elevation of the flow deflector. 

Because it is known that 110 percent saturation is the highest limit of dissolved gas con- 

centration that is acceptable for fish habitats, initially the "effective" tailwater depth or 

mean depth of jet submergence in the sluiceway stilling basin was adjusted so that this 

limit would not be exceeded. By using the worst operating conditions which could be en- 

countered, a flow deflector elevation could be found so that the 110 percent value would 

never be surpassed. This assumes that the flow deflector would function as the stilling 

basin floor and that the jet would not penetrate below the deflector elevation. As the 

study progressed, this assumption proved to be untrue. 

Figure 9 is a rather curious graph of percent saturation versus discharge obtained from 

field measurements of the unmodified Yellowtail Afterbay Dam sluiceway. Highest 

values of saturation occur at about 57 m3/s (2000 ftS/s) while higher discharges display 

smaller percentages of dissolved gas. This is true for various collections of data. 

Analytical computations do not indicate this high value at middle range discharges but 

instead show a nearly linear progression of saturation to the design discharge of 127 m3/s 

(4500 ftS/s). The saturation value for the maximum discharge is predicted accurately for 
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all field data analyzed. The difference between the maximum saturation value and the 

value at the maximum discharge remains at about 5 percent for all data reviewed. For 

that reason, it was decided that 105 percent saturation in nitrogen would be the max- 

imum saturation percentage allowed at the maximum discharge of 127 m3/s which would 

allow for a value of 110 percent at the middle range discharges. 

It is not fully understood why this anomaly occurs at the sluiceway. Possibly the tur- 

bulence at the maximum discharge might release more dissolved gas while, at middle 

range discharges, turbulence is not great enough to release as much gas to the 

atmosphere. 

Flow Deflector Configuration 

For maximum discharge and nitrogen saturation of 105 percent, analytical computations 

indicated that the ' f low deflectors should be placed at elevation 960.30 m (3150.6 ft). 

When this was done in the model (fig. 10), the jet was deflected upward by the tailwater. 

The jet then plunged toward the stilling basin floor downstream of the curved invert. 

The flow deflectors were too submerged by the tailwater to operate in a satisfactory 

manner hydraulically. The deflectors were placed at a relatively high elevation (fig. 11) 

where the flow velocity was not high enough to keep it horizontal; gravity influenced flow 

downward over the deflectors. Thus, it was discovered that there was a small range of 

elevations where the deflectors would operate satisfactorily. Optimum elevation for the 

flow deflectors was 961.43 m (3154.3 ft). 

The next task was to determine optimum configuration for the deflectors. Many deflec- 

tors with differing angles of projection were tested. Downward and upward deflectors 

were tested as well as horizontal ones. Upward and horizontal flow deflectors worked 

well at keeping the sluiceway jet near the tailwater surface. The horizontal deflectors 

worked better than ones with a slightly upturned angle (adverse) at lower discharges 

(fig. 12). At 106 mS/s (3750 ftS/s), both alternatives worked equally well (fig. 13). At 

maximum discharge, the adverse slope worked extremely well compared to the horizon- 

tal one (fig. 14). There was less air entrained, and the waves in the basin were smaller. 

9 



Because both horizontal and adverse deflectors worked adequately at 57 m3/s 

(2000ft3/s) and the adverse slope so much better at maximum discharge, the adverse 

slope configuration was recommended. 

Various deflector lengths were tested. The shortest deflector worked as well as t h e  

longest; the shortest was selected for economic reasons. Testing also indicated that at 

least a 0.75-m (2.5-ft) depth of deflector was required to break the flow from the curved 

invert of the sluiceway. The location and configuration of the recommended design 

appear on figure 15. 

Because the median river discharge throughout the year is 57 mS/s (2000 ftS/s), between 

a reservoir elevation of 967.75 and 972.92 m (3175.00 and 3192.00 ft), i t  is especially 

critical that the flow deflector work well at gate openings between 0.76 and 1.07 m (2.5 

and 3.5 ft). Figure 16 shows how well the deflectors operate under these conditions. 

Dye was introduced into the sluiceway flow at the gate to enhance flow patterns. The ex- 

isting flow profile is the same for all discharges and is shown on figure 17. Flow was 

viewed passing over the deflector and into the stilling basin with the recommended 

modification installed. It was observed that there was interaction with the tailwater 

located below the elevation of the deflector lip. Flow depth varies with discharge, but is 

basically linear. The discharge profiles of 57 and 127 m3/s (2000 and 4500 ft3/s) with the 

modification in place are shown on figures 18 and 19. 

Pressure Determination 

When determining the pressure exerted on the gas bubbles and, consequently, the 

resulting supersaturation percentage, the average tailwater depth submerging the 

bubbles must be found. 

With the existing configuration at the Yellowtail Afterbay Dam sluiceway, the entire jet 

plunges to the stilling basin floor at the upstream end of the basin, so the average depth 

of submergence is the TIV (tailwater) depth and the resulting pressure is 0.67 TIV. When 
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the saturation concentration is found for that pressure, plus the atmospheric pressure, 

the equation can be written: 

where 

Csflow = [P + 0.67 Pr~,] Csi 

Cs~ow = saturation concentrations for flow in the structure under given tail- 

water conditions 

P = atmospheric pressure 

Prw = pressure due to tailwater 

Csi = saturation concentration at one atmosphere 

However, in the recommended configuration, the average depth of tailwater submerging 

the jet with entrained air would be much less because of the triangular shape of the flow 

prof'de. The average depth at 57 m3/s (2000 ft3/s) would be approximately 0.5 TIT" and 

the resulting pressure 0.67 x 0.50 TIT" or 0.33 TIT,'. At design discharge, the average 

depth would be 0.67 TW and the resulting pressure 0.67 x 0.67 TIT," or 0.45 TIT,'. This 

reduces the supersaturation by about 6 to 7 percent. Because, at the present time, the 

structure operates at the borderline saturation value causing frsh kills, the 6 to 7 percent 

reduction should eliminate the problem directly below the afterbay dam. However, any 

supersaturation caused by algae photosynthesis, in the many kilometers of river below 

Yellowtail Afterbay Dam, will be not lowered by the sluiceway modification. 

Steel Deflector Plate 

Originally, the flow deflectors were tested in the hydraulic model as solid blocks. After 

discussions with regional personnel, it was suggested that a steel plate placed at the 

appropriate angle with supports might be substituted for each solid concrete block 

deflector. This would lessen the time that the sluiceway and overflow spillway would be 

inoperable during modification. During the time the sluiceway and spillway are not 

operational, power generation at Yellowtail Dam Powerplant will have be curtailed to a 

maximum of 21 m3/s (750 ftS/s), the maximum capacity of Big Horn Canal, which in 
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turn will supply the minimum stream requirements to the Big Horn River through a 

canal wasteway located downstream of the afterbay dam. Loss of generation capacity at 

the-powerplant is costly and should be minimized. If solid deflectors were installed, 

downtime would be considerable due to concrete cure time. Steel deflectors would take 

only a few days to install. 

F .  

The three flow deflector plates and supports were installed in the hydraulic model having 

the identical configuration of the solid deflectors to verify that no change in hydraulic 

flow conditions would occur. A piezometer tap was placed at the downstream tip of one 

of the deflector plates to measure pressures exerted on the plate by the water (fig. 20). 

The pressure measurements are shown in table 1. The maximum pressure measured was 

1.83 m (6.00 ft) of water while the minimum pressure was just atmospheric (0.0 m of 

water). The deflector plates worked as well as the solid blocks in keeping the jet near the 

tailwater surface (fig. 21). 

It is recommended that the plates be constructed of either stainless steel or coal-tar 

epoxy-coated structural steel; each plate could then be cinch-anchored in place. 

If the plates are constructed of stainless steel, they should be of 304L stainless, welded 

with compatible weld rod (308L) to preclude weld corrosion. If the deflectors are made of 

structural steel, each plate must be sandblasted, coated with two coats of coal-tar epoxy, 

applied to a 0.4 mm dry film thickness, and cured for 5 days. Because of the cure time, it 

would be expedient to paint the structural steel before installation, being careful during 

installation not to damage the coating. 

Velocity Profiles 

Velocity profiles for both the existing and modified configurations are on figure 22. With 

flow from left to right, the profiles display average velocities across the width of the basin 

as a function of depth in the stilling basin. Velocity measurements were taken at the end 

of the stilling basin and indicate that a drastic velocity distribution change had occurred 

with the installation of the flow deflectors. Whereas, in the existing configuration, the 
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major part of the discharge (highest velocity) is carried near the stilling basin floor, the 

modified configuration shows flow concentration near the tailwater surface. This results 

in less pressure on the entrained air and less supersaturation. 

Wave Measurements 

Wave measurements also were made in the model to assure that the flow deflectors 

would not cause adverse erosion downstream of the stilling basin. These wave 

measurements are shown in table 2. Capacitance-type wave probes (fig. 23) were in- 

stalled in the model and connected to a recorder (fig. 24) that allowed both wave peaks 

and troughs to be seen. Measurements were made at the centerline of the stilling basin 

endsill, 18 m (60 ft) downstream, and near the shoreline. These data show that, although 

waves are larger in the stilling basin with the flow deflector installed, the waves are the 

same size or smaller at the endsill. This is due to the existing configuration where the 

sluiceway jet plunges to the stilling basin floor and surges upward at the endsill where 

large waves a r e  generated and carried downstream. With the flow deflectors installed, 

the waves attenuate rapidly and are very small once they exit the stilling basin. The max- 

imum wave height measured was 1.01 m (3.31 ft) at the stilling basin endsill for a 

discharge of 127 mS/s (4500 ftS/s)having a 2Ad-m (8-ft) gate opening. Near the 

shoreline, the maximum height was 0.21 m (0.69 ft). Because the wave heights near the 

shoreline are so small, erosion of the riverbanks should not be a problem. 

Debris Tests 

Various tests were made to assure that, by installing the flow deflectors, material could 

not be brought into the stilling basin where it could abrade the concrete. 

In early 1970, the sluiceway stilling basin at Yellowtail Afterbay Dam was dewatered to 

inspect the basin for concrete damage that might have occurred during operations up un- 

til that time. Rock material eroded from the channel bottom directly at the end of the 

stilling basin and migrated upstream into the basin where it damaged the concrete. The 

abraded concrete was replaced and 1-m (3-ft) diameter riprap was placed at the end of 

the stilling basin to preclude further damage. 

13 



The model was operated in its existing configuration without the armor rock installed to 

see if the prototype condition could be reproduced. At larger discharges, material moved 

up the endsill dentates before being swept back downstream. This situation occurred 

because of the upwelling of the sluiceway jet at the endsill. This upwelling formed a 

reverse roller outside the basin which swept material up the endsiU. In the model, the 

sluiceway jet swept the material back downstream before it entered the basin showing 

the potential for debris to return in the prototype since the material mass was not 

modeled. 

When this same test was run for flow with the deflectors in place, material was not 

returned to the stilling basin. There was no upwelling at the endsill and, consequently, 

no reverse roller. 

It was noted, however, that any rock debris thrown into the stilling basin will remain 

there for all discharges. Debris will collect at the upstream end of the stilling basin where 

water is fairly calm. 

14 

I 
I 
i 
I 
I 
I 
I 
I 
I 
I 
I 
i 
I 
i 
I 
I 
I 
I 



I 
I 
I 
I 
I 
I 

Table 1.--Pressure measurements on flow deflector 

Prototype discharge, Gate opening, Maximum pressure, Minimum pressure, 

m3/s m m of H20 m of H20 

127 2.44 1.65 0.73 

I 
I 
I 
I 
I 
I 
I 

106. 

57 

2.13 1.46 0.70 

1.83 1.40 0.00 

2.44 1.52 1.13 

2.13 1.83 1.25 

1.83 1.83 0.98 

1.52 1.49 0.04 

2.44 to 2.13 (free flow) 1.49 1.40 

1.83 1.46 1.34 

1.52 1.43 1.25 

1.22 1.13 1.04 

0.91 0.91 0.70 

I 
I 
I 
I 15 



Table 2.--Wave m e a s u r e m e n t s  

Maximum wave heights, meters 

I 
I 
I 
I 
I 

Gate 

Discharge, opening, 

mS/s m 

57 2.44 to 2.13 
(free flow) 

1.83 

1.52 

1.22 

0.91 

106 2.44 

2.13 

1.83 

1.52 

127 2.44 

2.13 

1.83 

Location 1, 

stilling basin endsill, 

existing modified 

0.09 0.30 

0.21 0.18 

0.18 0.24 

0.18 0.27 

0.24 0.34 

0.43 0.52 

0.55 0.88 

0.46 0.70 

0.64 0.58 

1.01 0.76 

0.73 0.70 

0.91 0.67 

Location 2, 

18 m downstream, 

existing modified 

Location 3, 

near shoreline, 

existing modified 

0.09 0.12 

0.06 0.15 

0.06 0.12 

0.09 0.15 

0.09 0.21 

0.00 0.18 

0.09 0.37 

0.09 0.30 

0.09 0.37 

0.37 0.18 

0.30 0.24 

0.21 0.24 

0.06 0.06 

0.06 0.03 

0.03 0.03 

0.03 0.06 

0.03 0.09 

0.12 0.12 

0.09 0.09 

0.12 0.21 

0.12 0.09 

0.15 0.18 

0.18 0.18 

0.12 0.09 

16 

I 
I 
I 
I 
I 
I 
l 
I 
l 
I 
I 
l 
I 



I 
I 
I 

,. :l!\i .~ ~_~(~,'.~-~~,~~, 

• ~ . ~ t~T~'.u, . , ~ .  , . , , , P " ' ~  - - -  ~ ' ~ - - - ~ t . ' ~ , ' -  . - 'L - ~ .  - . . !  - , . 
• . k ",~"_..~k~ ¢ " " ". " , / - ~  -q'//' "-%'g~,- -~ -" - I "-, 

o m b e r  " " " ~"  " - 

P a c k , n a n  ' , - 

b e  

L " ( - - c . . - . . - W - - - ~ - \ - -  . . . . .  ---T--I • . - -  - , . .  ~ v  

• " . |  L O C A T I O N  M A P  

I N O E X  M A P  : .  = ~ , ~ , . , . = o = , , o o .  o~c..z. , , . ~  j 4 5 9 - D - 1 0 9 2  

Figure l.--Yellowtail Afterbay Dam--location map. 

17 



6 [  

• suop~as pu~ u~|d ~.aM MouzaAo ~(eMlffds--" ~ a ~ ! ~ l  

• " . ~ m r ~ . ~ o ~ , , . , o o , . . .  --i..=.=r -- . ,o. , ,  ~. ~..':.F't . a . - p i m ~  s; I ~ .  14--o a J'"~ ~'~i i " ~ - ~  ~ ) ~  /;';" ] 
. . . . . . . . . . . . . .  " " " , ~, ~ " ....... 0 i~ lOl l IJ~t lP l i i IU3U03 ~ t i l ~  3 I ' J '  . " I I ! J P  Jig!7 

. . . . .  ~ ~ - - ;  . . . . . . . . . . . . . . .  ~ , . ~  , , ~  ~,... .~ :o~- -~  .;~', . ~  ~i~ . . -~ , i t .o  ,,~ ~ : ~ l ,  . , ,  : ~ ": !fl .C , "JT:'!.~ 
. . . . . . .  " ' ~ . / . ' . . . . . ;  .:~i~..~l!:~:,,..::.:.o;~....-~!~711:':~'.'.~if.:~..-..;,:..~... ~:, , , , / .u. , , ,  >! ~. L .. ~ ' ~ : / l ~  SNOI l OalS ON I# S N If "Id " ~'~, " l"  =°"" "~,'{~i, ' ; ' ~ ~ "  "" " ".- .' ." "" ":": ~ ,~1 oi 91ti luoJJ~ ~i~.-~...k: .~,:O.i.itir~l.t ;!:~ 

_ ~  _ ~  . . . . . . . . .  7:: ~.: " - -?n " im . ; l l l ~ ' t ' 2 ;  l" ~ :  :'%-'~-~l,=l':.:i~luor~liu#;.ll.~. ." .." ....7.1 I [ .  "oo'~N~3~o'.J 

- " ". . r . l . l . O  . . . . . .  ~.~i~ . . . . . .  - - ~ ,  . . . . . . . .  ; 0 ~  . . . . . . . .  ~ . . . . . . . . . . . . . .  ~ l i  . . . . . . . . . . . . . . .  ~ . . . . . .  ; ~ ; ~ . ~  . . . . . .  

~ , ,  , , o ,  ,o , o , l l l m *  / l l , * l , l . l - , , - ,  ~ . . .  l • . ~ o ' l ~ l ' l t . "  ~ ; : ' ~ ' , "  t I1 ' , ' *  ~ .Z ,~ . l ) t  - ~ - - 4 ; ~ l i - M a ~ , ;  I 
. . j . . ~  , : : ; " , . . . . . . . . .  ' , t i  . l ~ " ' d  "'. • " ', 

P l " ' ~ :  .4~; " i  • ', ' , / :  " "  \ ~ # ~ i ~  ~ l f , J  v i x . . - I r  I! J I P I  I / ~ ~ - - - - - - . 3 . / 1 ~ . : . - ~  ~ .  . . . . . .  I 
: ; I  0 0 9 1 1 ~ ' 1 - . ~  : ' ' - K ,~- l 

~ . . , . .  ~ . ~ . . , A  ,.,of ~,,:~,.o~ , . ,  , ~ ib,]i 1 hlfl I J ~ ~ "-3::=. I 

"plij,~s isil~Jaqio slalun "# ;Jaua*, pli'odxa IIO J#JiuOl/3 ; 9 i  \ 7  ~ I ~  I I I  L l . ' / i l >  ~ ~ . " ~ ' e " ~  
• " ' . . . o~ ,  ~o '~ , . q  ~ , .0~  ; . . . ~ o ~ . , ~  i " ~ -  , ' \  [ ~ ]  I I I ' / '~  ~ '  " i ~ " ' P , ~ . ~ "  

: ! ~ > ~ ' ~ ' - - * ~ o . u n s  ;u,of ,o,;~0~;,o3~ "%... ' I I , " t " /  'r. .................................. .o:,l---# ........... ~. -~ . ; . . . ; - -~ ;E- - ; - - -~  

. ,1" ! ,l~ ~ , ~ ~ ~ ,ll N w "l ..t "Ol'liOZt 73 St~l-O-tfil~ "~ll 0 all 

" ":, i z l  - - . . . .  " "  ~ " " " ' "; " 

wO#J, l iu laOp " i l l ~ l  JO s a 3 o J J n s  #.p!s  m p u o  sJa!O JO ' l l ~ o j J n $  ~ i  - M  N O I I ~ ) . ~ S  ': . Z I ~ [ ~  ' ; , ,  00 "961~ '13 . .  ;<'F ~ ' :~ '~ l l l l rx~ l . .L1 
' i n  ~o ,.=, ................................... . , ~  ' i III !" i . ~ - - ' I ~ . ,  ' ~  : '~" 

' #un tfu#lli~!l joi/mllp .~o£ ..... 
dOi iJ 

il,,i.:J. ! I i . ! . ! . . ~ ,  ~ : ~ ~ _ : _ ~  7 " °9 " l ' ~ "~ , . ~v l l  ' c  

.............................................................. ~!~Odl 0 ; 9  e~ l / l l i l  Jl#llJ 'o10 I i  l ~ .  - ~11 

• " ................................................ I I  

- -  ~ . . . . . .  r I . .~-~- ,o~ ~, ~.:; ~ • --~ r l r  ~ t 

. . . . . . . . . . . . . . . . . . . . . . . . .  - - - -  . . . .  . . . . . .  "- 1i1  
' " ' a l o l f  Ip ! lS  "O#O .~ ~.. "00 ";; i t"Lt ii " '~' 

t III < - "  ' ' ~ ~,  r~ r~ r~ r~ n ~  

-i- il ,:,o,,,: / . . . . . . .  

0 ~ ' 6 Z I £  71 - I / I / , ) "  ' i 

I 

- -  - ~  t . l ' W "  I ~ "I ~ ' ~ f ~ - - - " = : :  . . . . . . .  ~; . . . . . .  -~ . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  - - ~ f  
/ / /  ~ , - ~ I ~1~. "'" " ..... ~-s.i.i~ln3." 8 ~  • • I I -fT- . . . . . . .  ~ . . , , . , ,  . . . . . . .  '1.]  - ~  ' - o o - , , D - ~ T " - "  t l # l l l -  ' - 1  ~ ~ . , . ~ , ~ . , , . . . , . . ~ . ~ < , , . ~ -  . . . . . . . . . . . . . . . .  , , , , o , . o , , , . . , , . . > . . . , , , ~ . . _ ,  - ~-- "- v L  I ; ~ " "  . . . . .  U l O q l  IOU d O J d l ~ . _ ,  i i I " 'O9"#OZE 73 . . . .  #2U~ Ul U 0t '  ' " - - . ~ . , ~ , . , ~ . ~ . , ,  LL  __~" . . . .  : L _ _ U  _G_'T U ', '~ , , - ~ .  = "" . . . .  J r  i . . . . . . . . . . . .  ;o , -~  . . . . . . . . . . .  ~ o ~  . . . . . . . . .  . . o ~  . . . . . . . . . . . .  - ' ~  . . . . . . . . . . .  ~ . . . . . . . . . . . .  ~ o : ~  . . . . . . . . . .  o.-o~ . . . . . . . . . . . .  - - ~ L  . . . . . . . . . . .  . o ~  . . . . . . . . . . . .  ~ ...................................... ~ . , ~ . . s  o-  9 • ~ .~ -  ~ , ~  0 ,o  ~ ~a ............................................ - ~ . - - o - z ~ - - - "  

IZlO01~ 

I 
I 



!u 
je.~-kO'-O'-~ / . ~ O p e r o t i n g  deck ~.'E#.3204.60 

-0;'- . . . . . . . . .  3Z '-O'-- . . . . . . . . . .  "~ 48"Choin 
Ms t~1 :. - . . . . . . .  fL 3197. 50 | 

r~ .................................... , , , , ,~s~,-o- . , , ,  o" . . . . . . . . . .  ................................. ~ , ' l J ~  ~ "  / . , , , , , o o o  . / ' : --- .~ , ' o /o  h ~ ,  Iocote to l i  

/ ~  ~ I ~ I I I I l i i I l l  l l |  i I I J 2 E  z ; ~ ; l ~  ' : ' "  "' 
- - - T -  | T T I 4, T T " lr T: T ! T T "  T T .' " T  T ~ ' /  I I ! 1  

~ L _  ; i i ; ~ i i i H  i i i i i i ; i ~ ; i i I Ln ~ ~  
E .~-0'-~" . . . . . . . . . .  " - - -34"- , f - ;  . . . . .  --~-- . . . . .  .-._-_--~ . . . . . . . . . . . . . . . .  " I  _ ," I .-Gollor? enh'once , , ~ '. 
. . . .  • . - - - t - ' c  . . . . . . . . . . . . . . . . . . . .  h* - o  . . . . . . . . . . . . . . . . . . . . . . . . .  ~ . ~  . . . .  - ~ .  

~ i  : : ~. 1,9 , r l l ' R I b ' r - -  -- -- :  ~': --: . . . . . .  . ..................................... I \ I ~ ~ ~ ~ ..-El. j i v2 .00  : 
-- ~..9... £ . . e l .  s~r~.oo ~ v i : 

"/o ~-EI. 3165.00 .Contrection jo int  El. 3165.00-- 

- - -  , ; , , " -  i ~ =  . . . . . . . . . . . . . . . . . . . . . .  ~ : o .  . . . .  ~,.,,,,~oo" 
. . . .  ~ ~ - - - - e , ' , ~ "  . . . . . . . . . . . .  ~ 1  . - ~ , ,  " ,*, , ,~,r wot,,st, 

• ' / ~ ~ . / ~  . . . . . . . .  . . .  

"":.~.y= "'" Z~  " / ~ !  iI. " 9"-~, ~ 8  " 4%- 
6;;-. ~ "-- '---c~tof~rs__.~ s.,m'~,~,O',,~d'c:,.ra~.,. " : ' : . -~  i : . ' - "  ,,, E,.So~,Jv--. L : . . . . . .  _ . ~ l~S / 

L . . , o . . . s o ,  , :,- j :~.i~.~ !~.~:..::.~..'.,.~;,.~f ~; i~.: : i  ~".'!,:i. : 1. '  T .  
= ,- :~"~:~. : . :  : . ~ . ~ .  l o f t  s ~  of ~,,~o~'..,.:...>: • - -  ~ heod-O fd~t. • ~.~..,.. . . . . .  . .~ • . . . .  . . . . . .  . . : . .~  • . . 

~. , ,~.o . . . . .  ~.~_.__. , , _ ~ . r _ ~ , ' _ ~ ' O = ] i / ,  , - - . , ,  ' , * " ~"."~:""::~/~:.!":~":::"~'::":"?::~'. :~:" :~:~:  : ~ - - - - ~  , .~ ' : i  ".#" : :" . ' . '~ . ' .L  - .  • .  ". -. ".'. :~ fd _':.'._~:..'.'..I.'...':.'~.".'.".':':':':..'.':::.:'.'*. l ~  
NOte: :. . . . . .  = . .... ,.. , ~ . . : :  ~ _ _ ~ r  : .~ 

, ; i ~ '  , o , s  f o r  u , ~ ' , i n ,  -~ , / ' ~ - z ° '  -~: i ~  : - - * "c"  ° f  °xc°"et'~/" . . . . . . . . . . . . .  3£0' . . . . . . . . . . .  ~ r , ,  .3 , . 3 0 ,  e, S p e r f o r o t ~ l s e w r _ ~ l ,  d r o , , o  . ~ . :1 .~ . . .~ . .? : "  ,El 3taT:0 :r ~ . . . . . . . . . . . . . . . . . . . . . . . . . . .  
sections shollb~drilled ~Lir~dr~ll r i ~ h f s i d s o f w m c o  - ~  ~-tD' w i M 6 " l ~ r f o r o f l d s t o p ~ r s  ~'~ne~rll|~-,~.~ ~ : ~ ~ ' ~ ' -  ~ '  * - - ' "  

nts so t tmt pier nose foces U 

- ~  8"1..~ Gofe s/ot...71". :. e.:. '~ ".'.:.1 re l ie f  wel lS---" : % 
..o • 

" ~ 7  ~ TYPIGAL $1~.IOE D E T A I L  to s4wm'e ends. ~[~:"'~:''"l/'s~':~':~l°,'~- : ~  " 4 59-o-IOlymSf°lw~k" S~ O w e ,  z---~.-:'-~"~at~:'[-~'i:'7" ~'; "*':'1~:"~-'~ " 

,,..= , o .  . , . . . o . , . .  , ~ , , o ,  ~ - ~  ~ - ~ ÷ ~ : t  .o,,: . . . .  . ' 1 - - ~ . . ~ , ~  .:..I . . . . .  ~ o , , ~ , , , ,  , , E l , , , , , , , , , , , , , .  
L ~  I ~,.,. ~ .  I '~ . . . . . . . . . . . . . . . . . . . . . . .  s*'-o" . . . . . . . . . . . . . . . . . .  ~ - ~ . . ~ m ~  - x - - I ~ ' : ~ ¢ - ~ , : ~ ' : ~  ~t o~,on o ,  c o n , ~ "  -', ._.d." . . . . . .  • ." ] * - ' 4 " ~  ~ e e ~  ooc~o~ 

"~ . . . . . . . . . .  ss'-o'- . . . . . . . . . . . . . .  M ~z r ~ t ~  r o ~ -  : ~.:.'E'~]-~?IM . '  ~er no~np ~ y  ~* ;__' . - '1" ..s~,n~. :;-,.] ~ c ~  d) ~ r e ~  ~a" ~mtS~ES 
d ~ , , r - ,  , ~, . . , , ' ~ ' J a ° ~ " '  ,'~ w o y ~  ,o* ~ ~ : ~ : ~ 1  "~ e*,,t ~ o , ~ , ~ ; J "  : £ ' " [ ' - : ' . F ~ ' - " . : - : ~ T .  ~:'] e o . r e n ,  s ~ & .  u~,posod s u r f o ~  . . . . . . . . . . . . . . . . . . . . . . . . . . .  ~ , ~ u ,  
. . . . . .  4..~.., EtJZ04.4~, ~ Y~.'".~>~3 / stoinless steel IdOls. , :  ~'.~.:::::~:~'~,~,' ,';~:] Weld tO pletes. Sm*toues o f  sluicewoy flOOr ond inside 

x-~ '~  ~ 4 , ' ~  ~ , - ~ ' ; ! ' - ~ ° ~ - ~ A ~  ~ ~ . . . . .  ~ , .  ~ .  ¢ ~ ~ ~ : : :  ~ , , , to~,,  of  won, ~ ,  ~, ~,~s s . . . . . . . . . . .  / , = ~ ,  

~ ~ "  " ~ " ~ "  ~ - ' : ~ -~1  . . . . . . .  ~ . . . . .  m~ ~' ~ - 7 ~ ' ~  ~: '~, , ' ,* , ,~ , . r .  , , o , , , , , r , ~  . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  ,,,~, 
" '  " ' "  t 3 m Z S S E C ,  T I O N  N N t~erno I a ~ . i  weteretoD s rezss r ,  ~ ~,"*".I Ii ~"l E~'-~" I I I ~  llll,~ee~epo~tre~,,,, ~*-O'~s. ELS, ,~,  '*'*''I:~= . . . . . . .  I'~" " : '  ~ i l  - ,~ S.'~. .-~,.SO,.,S T~csof~s,~t~:.*-'~.*=,,. [,ost~ . . . . .  ~ " - - - ] ~  ~,nt f~r.-.-" . • ~.''~-- P/'=~- "• ~ "" Stoinlss, . . . . .  O o s i ~ o f ~ r e ~ i s , o . S o n o c o = p r e , $ ,  , t ~ , t h  of SOO0,,i  ot Zedox, 

t r -  I I1..{ Co~,,~r-I ~ . . . .  ~ '  ~ ~ ," L~)'~I~= , I ~ " ~ " ,  I ,. ,lee, ~,o,,,. 

• EI.~ZO~O ~ : : ~ . . . . . . .  ~S'-O'- . . . . . . . .  ~.~ S~mmetrle~ 
, Type'A'rubb#r I Mtfer  : , .EI .$1?I .O0 I t ; -~ "~-"  o l ~ t  ( - .  N O T E S  

i 'm ~ " : veatersto0-.~. I • v ~ "  Chomfer oil exposed corners ~'. unless otherwise specified. 

- -  - - :  . . . . . . . . . . . . . .  . . . . . . . . . . .  .- ,:- • Reinforcemen# required but  not  shown. 

Axis o f !  . . - -  . ( ~  Cloy. s i l t  ond s~nd compochPd by t o n ~  rollers ~ 8"lo)o~ 
~ Seed, f rove l  end cobbles completed to I t ' l e , ~ r s  

"~" ,~ i~:," ~ * ~ - - - ~  - -~ '~ - - ,  :- - , : * ' - - ~  *o , , ~ . ~ t i ~  ~ , o s ~ t ~  
..T.~= " - ' "  " i = /~ ilJ - ~F(,054) ' i ,  ,i~ii::: ~ ~, A f l ~  o r ~ t o , o f ~ i l ~ . u n ,  . . . .  t . rw ise  . l i e d .  

. . . . . . . . . .  " " '  . I I  . . . .  I ¢ ~  ~, . , , - .~- . .  "~,..-.. , ,  .~ 

- ~ ~:/  . . . .  ' . . . . . . . . . .  ;,:~::~:,,~i"~-:~', .'- ~, c . , ~  ~ ~ "~. !: ~ ... . . . . . . .  
: "" woterstop .~ ~ ! ~ . .  - I t 'Fdlot  . • , ~ ~  

..-'" . I ~  ~ • ~ - - ~ '  ' ' ' , . , . . , ~  .---Conh'oction :~-Treco o f  heedworks " " - - £ / .  3139.00 .~--£1. $134.0 ....  Conh'oofion jo in t  : :  ,:~, o z ~ r m w ~ r  o~ r~G 
'" ' 4 8  " ' "  - - \ , ,  j o in t  s f ruc fu re ,  s~N, Ow~. Ml~emo~nl RIVKR ~#4~l~w ~ O ~ "  " H ~ $ t  , ,  embedded ' ,~  _ _  . " , , , . , % ,  . ' "  _ _  . . . . . .  # ,4, ,R.~f~<~r~ ' . .J  

on¢$ of ~i*r.--" " . . . . . . . . .  " Y E L L O W I " A I L  A F T E R D A Y  O A M  
P L A N  ~ . . . ,  p ~ . ~  ~ ' ~  . . . . . . . .  R l e H T  A B U T M £ 1 ~  | 

;Z~C~m'A~LrrAaWN~ U ~ m m s / z ~ w  m m  m ~  
~ACKFtI.L AND RIPRAP NOF eHO~ 

S E G F I O N  P - P  I I W . ~ N a ~ L E V A T ! ~ N  I A N °  s ~ O I r l O N S  

E L E VA  T I  O N  G - C I . . . . . .  ~ , , .~ ;~: :  . . . . . . . . .  . ~ ~  

12:2;,~ 
: - - - 2 = L ~ - 2 _  ~ . ~ :  

o . ~  . . . . . .  . ~ , ~ . ~ _ _  . . . . . . . . .  

. . , . r .  , o . .  T 4 5 9  0 I O S ~  

Figure 3.--S!uiceway plan and sections. 
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Figure 4.--Yellow Afterbay Dam sluiceway model in operation. Scale 1:24. 
P801-D-79761 
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Figure 5.--Side view of hy- 
draulic model. Yellowtail 
Afterbay Dam. 
P801-D-79762 

Figure 6.--Hydraulic model looking 
upstream into sluiceway stilling 
basin Yellowtail Afterbay Dam. 
PS01-D-79763 
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Figure 7.--Model sluiceway crest, gates, and piers. 
Ye]lowtail Aherbay Dam. P801-D-79764 
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Figure 8.--Sluiceway discharge curve. Yellowtail Afterbay Dam. 
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Figure9.--Total gas saturation versus sluiceway discharge. Yellowtail Afterbay Dam. 
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Figure 10.--First modification--deflectors EL 960.30 m (3150.6 ft). Gate 
opening = 2.44 m and Q = 106 mS/s (8 ft & 3750 fta/s). Yellowtail After- 
bay Dam. P801-D-79765 

Figure ll .--Second modification--deflectors EL 962.25 m (3157.0 ft).  Gate open- 
ing = 2.44 m and Q = 106 m3/s (8 ft & 3750 ftS/s). Yellowtail Afterbay Dam. 

P801-I~-79766 
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Figure 12.--Model operating with flow deflector configuration. 
Q = 57 mS/s. (8 ft & 2000 fP/s~ Yellowtall Afterbay Dam. 
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a. Existing configuration. 
P801-D-79767 

b. Horizontal deflector. 
P801-D-79768 

c. Adverse deflector. 
PS01-D-79769 

Gate opening = 2.44 m and 



a. Existing configuration. 
P801-D-79770 

b. Horizontal deflector. 
P801-D-79771 

c. Adverse deflector. 
P801.D-79772 

Figure 13.--Model operating with flow deflector configuration. Gate opening = 2.44 m and 
Q = 106 m3/s. (8 ft & 3750 ft3/s). Yellowtail Afterbay Dam. 
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a. Existing configuration. 
P801.D.79773 

b. Horizontal deflector. 
P801-D-79774 

I 
I 
I 
I 
I 
I 

c. Adverse deflector. 
P801-D-79775 

Figure 14.--Model operating with flow deflector configuration. Gate opening = 2.44 m and 
Q = 127 mS/s. (8 ft & 4500 ftS/s). Yellowtail Afterbay Dam. 
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(DETAIL A) 
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J 1 4 . 4 6 m  
- I  

OF PARABOLA" 

\ 
EL 9 56.77m 

EL 962.25m 

'2.34m 

~ E L  961.43m (3154 .3 f t )  
I ~ E L  961.25m (3153.7 f t )  

L 960.67m (3151.8ft) 

DETAI L A 

Y E L L O W T A I L  A F T E R B A Y  S L U I C E W A Y  

PROPOSED DEFLECTOR MODIFICATION 

Figure 15.--Flow deflector, recommended design. Yellowtail hfterbay Dam. 
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Figure 16.--Most frequent operating condition with 
flow deflectors installed. Gate opening = 0.91 m 
and Q = 57 mSls (3 ft and 2000 fts/s). 
Yellowtail Afterbay Dam. P801-D-79976 

33 



~ Toilwoter 
depth (T 

All discharges Average depth on dissolved gos=TW 
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E X I S T I N G  C O N F I G U R A T I O N  

Figure 17.--Sluiceway jet proFde, existing configuration. Yellowtail Afterbay Dam. 
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Q= 57m~/s Average depth ondissolved gas=QSTW I 
Total pressure = ~(0~ TW} = 023 TW 

FLOW DEFLECTOR MODIFICATION I 
Figure 18.--Modified sluiceway jet profile, Q = 57 reals (2000 ft%). Flow deflector recommended 

design. Yellowtail Afterbay Dam. I 

~ ~ ~ ~ - ~  ~ - ~ 1 - - - - ~  ~ ~ I - ~  ~ ~ * _ ~  ___~ 
, 

q 
Q-127 mS/s Average depth on dissolved gas=o.eTTw I 

Tara I pressure = ~-(0.67 TW)=0.45 T W 

FLOW DEFLECTOR MODIFICATION 

Figure 19.--Modified sluiceway jet profile, Q = 127 mS/s (4500 ft%). Flow deflector recommended 
design. Yellowtail Afterbay Dam. 
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Flow deflector 
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3= 

o I 
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Figure 20.--Piezometer location on flow deflector. Yellowtail After- 
bay Dam. 

Figure 21.--Structural steel flow deflector installed in hydraulic model. 
Yellowtail Afterbay Dam. PS01-D-79777 
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Figure 22.--Velocity profiles of existing and modified configurations. Yellowtail Afterbay Dam. 
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Figure 22.--Continued 
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F igure  23 . - -Capac i t ance - type  wave probes .  PB01-D-79778 

F igure  2 4 . - - R e c o r d e r  for  wave m e a s u r e m e n t s .  P801-D-79779 
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Mission of the Bureau of Reclamation 

The Bureau of Reclamation of the U.S. Department of  the Interior is 
responsible for the development and conservation of  the Nation's 
water resources in the Western United States. 

The Bureau's original purpose "'to provide for the reclamation of  arid 
and semiarid lands in the West" today covers a wide range of  interre- 
lated functions. These include providing municipal and industrial water 
.supplies," hydroelectric power generation," irrigation water for agri- 
culture; water quality improvement," flood control," river navigation, 
river regulation and control," fish and wildlife enhancement," outdoor 
recreation; and research on water-related design, construction, mate- 
rials, atmospheric management, and wind and solar power. 

Bureau programs most frequently are the result of close cooperation 
with the U.S. Congress, other Federal agencies, States, local govern- 
ments, academic institutions, water-user organizations, and other 
concerned groups. 

A free pamphlet is available from the Bureau entitled, "Publications 
for Sale". Jt describes some of the technical publications currently 
available, their cost, and how to order them. The pamphlet can be 
obtained upon request from the Bureau of Reclamation, Attn D-922, 
P O Box 25007, Denver Federal Center, Denver CO 80225-0007. 


