UNITED STATES DEPARTMENT OF THE INTERIOR

U.S. BUREAU OF RECLAMATION-CENTRAL VALLEY PROJECT-CALIFORNIA

ANTIOCH BOTTOM ON THE SAN JOAQUIN RIVER

SEPTEMBER 2008 WATER QUALITY REPORT

ELECTRICAL CONDUCTIVITY, UMHOS

DAY HIGH
1 7,611
2 7,497
3 8,233
4 9,021
5 10,329
6 10,557
7 10,939
8 10,865
9 10,765
10 10,764
11 7,955
12 8,190
13 8,429
14 7,027
15 6,073
16 6,469
17 7,266
18 6,861
19 7,617
20 7,997
21 8,033
22 7,803
23 6,451
24 7,316
25 6,644
26 6,774
27 6,338
28 6,624
29 6,959
30 6,859
Comments:

0 reading indicates that the station was out of senice.

LOW

2,645
3,078
3,161
3,296
3,269

3,358
3,268
3,260
3,580
3,089

2,366
2,871
2,357
2,362
2,330

2,000
2,417
2,368
2,253
2,014

1,780
1,615
1,542
1,570
1,826

1,873
2,046
2,129
2,377
2,359

RUN DATE: October 10, 2008

MEAN

4,841
4,825
5,031
5,475
5,729

6,091
6,614
6,616
6,620
5,674

4,800
4,822
4,597
4,033
3,697

3,760
4,148
3,927
4,060
4,162

4,099
3,835
3,667
3,722
3,845

3,941
3,998
4,056
4,297
4,028



