UNITED STATES DEPARTMENT OF THE INTERIOR

U.S. BUREAU OF RECLAMATION-CENTRAL VALLEY PROJECT-CALIFORNIA

COLLINSVILLE TOP ON THE SACRAMENTO RIVER
WATER QUALITY REPORT

ELECTRICAL CONDUCTIVITY, UMHOS

JANUARY 2007
DAY HIGH
1 6,710
2 6,497
3 6,744
4 7,114
5 3,229
6 2,054
7 1,515
8 1,370
9 1,567
10 3,809
11 4,678
12 5,319
13 5,171
14 7,437
15 7,738
16 8,222
17 7,649
18 8,581
19 8,180
20 7,162
21 6,009
22 3,357
23 3,247
24 3,660
25 5,090
26 6,125
27 7,751
28 8,286
29 7,029
30 9,203
31 7,264
Comments:

0 reading indicates that the station was out of senice.

LOW

283
231
250
304
317

255
205
225
232
250

273
273
289
240
296

376
477
444
442
426

495
612
435
361
625

690
525
399
503
824

579

RUN DATE: February 2, 2007

MEAN

2,500
2,385
2,548
2,795
1,609

974
810
754
807
1,425

1,433
1,800
1,665
2,571
2,683

3,226
3,399
2,971
3,226
2,949

2,817
1,954
1,737
1,724
2,134

2,576
3,128
3,140
2,899
3,888

3,432



