UNITED STATES DEPARTMENT OF THE INTERIOR
U.S. BUREAU OF RECLAMATION-CENTRAL VALLEY PROJECT-CALIFORNIA

COLLINSVILLE TOP ON THE SACRAMENTO RIVER
AUGUST 2006 WATER QUALITY REPORT RUN DATE: September 11, 2006

ELECTRICAL CONDUCTIVITY, UMHOS

DAY HIGH LOW MEAN
1 3,751 408 1,428
2 5,094 237 1,727
3 6,081 207 2,127
4 7,031 275 3,045
5 7,276 285 3,065
6 6,449 317 2,884
7 7,007 439 3,007
8 5,963 278 2,410
9 6,004 382 2,329
10 6,228 406 2,492
11 5,180 480 2,584
12 4,012 537 2,392
13 4,229 672 2,405
14 4,276 1,112 2,466
15 4,649 960 2,400
16 5,414 557 2,360
17 5,777 380 2,310
18 6,016 385 2,682
19 5,672 501 2,795
20 5,673 496 2,753
21 5,079 493 2,509
22 4,448 373 2,125
23 4,027 378 1,989
24 3,657 408 1,990
25 3,484 568 2,021
26 2,992 484 1,844
27 3,077 511 1,732
28 3,158 687 1,721
29 3,378 640 1,731
30 3,259 438 1,513
31 6,353 254 1,850
Comments:

0 reading indicates that the station was out of senice.



