SEPTEMBER 2006

DAY

O©oOoO~NOO OO WNE

26
27
28
29
30

Comments:

0 reading indicates that the station was out of senice.

UNITED STATES DEPARTMENT OF THE INTERIOR

U.S. BUREAU OF RECLAMATION-CENTRAL VALLEY PROJECT-CALIFORNIA

COLLINSVILLE TOP ON THE SACRAMENTO RIVER
WATER QUALITY REPORT

ELECTRICAL CONDUCTIVITY, UMHOS

HIGH

6,957
7,288
6,508
5,985
5,505

4,744
4,543
4,696
3,836
3,506

3,943
5,360
6,432
6,443
6,615

4,677
2,987
3,569
4,526
4,019

2,836
3,154
2,750
2,971
3,976

5,212
5,157
4,734
5,252
4,510

LOW

267
403
407
395
423

445
507
996
635
632

473
389
411
790
436

237
232
240
297
290

261
366
353
385
292

247
603
443
356
432

RUN DATE: October 3, 2006

MEAN

2,505
2,032
2,897
2,543
2,474

2,074
2,409
2,832
2,335
2,051

1,884
2,095
2,549
3,157
2,549

1,663
1,379
1,464
1,791
1,730

1,395
1,660
1,488
1,469
1,590

2,131
2,419
2,404
2,441
2,431



