UNITED STATES DEPARTMENT OF THE INTERIOR
U.S. BUREAU OF RECLAMATION-CENTRAL VALLEY PROJECT-CALIFORNIA

COLLINSVILLE BOTTOM ON THE SACRAMENTO RIVER
MAY 2008 WATER QUALITY REPORT RUN DATE: June 3, 2008

ELECTRICAL CONDUCTIVITY, UMHOS

DAY HIGH LOW MEAN
1 1,257 270 624
2 1,488 301 733
3 2,370 371 1,029
4 3,477 433 1,507
5 6,056 557 2,381
6 7,809 608 2,998
7 6,715 538 2,832
8 6,682 577 2,830
9 6,801 517 2,887
10 5,054 512 2,313
11 4,018 470 2,033
12 2,845 400 1,543
13 2,561 415 1,341
14 2,660 495 1,378
15 3,998 613 1,732
16 5,598 698 2,345
17 7,091 783 2,907
18 7,347 943 3,490
19 7,579 956 3,706
20 8,345 1,225 4,341
21 7,464 797 3,785
22 7,021 892 3,583
23 6,962 837 3,561
24 7,669 714 3,469
25 5,137 600 2,576
26 4,928 598 2,559
27 3,632 590 2,052
28 3,110 500 1,813
29 4,185 606 2,027
30 5,282 723 2,247
31 6,009 923 2,701
Comments:

0 reading indicates that the station was out of senice.



