UNITED STATES DEPARTMENT OF THE INTERIOR

U.S. BUREAU OF RECLAMATION-CENTRAL VALLEY PROJECT-CALIFORNIA

COLLINSVILLE BOTTOM ON THE SACRAMENTO RIVER

JUNE 2008 WATER QUALITY REPORT

ELECTRICAL CONDUCTIVITY, UMHOS

DAY HIGH
1 7,057
2 7,912
3 8,621
4 9,189
5 8,653
6 8,209
7 5,679
8 5,142
9 4,405
10 4,038
11 4,869
12 5,624
13 8,932
14 10,684
15 9,904
16 9,837
17 9,204
18 8,916
19 9,639
20 10,023
21 10,006
22 8,708
23 6,922
24 6,160
25 5,263
26 6,411
27 6,922
28 8,353
29 8,822
30 9,788
Comments:

0 reading indicates that the station was out of senice.

LOW

754
672
863
615
715

692
739
853
619
609

891
889
1,056
2,318
2,014

1,460
1,177
965
979
868

943
1,214
1,157
1,037

993

1,266
1,606
2,019
1,989
1,676

RUN DATE: July 1, 2008

MEAN

2,863
3,169
3,698
3,860
3,795

3,783
2,969
2,802
2,591
2,386

2,455
2,787
4,237
5,649
5,551

5,250
4,780
4,132
4,327
4,330

4,600
4,630
4,218
3,813
3,327

3,155
3,821
4,678
4,653
4,931



